
The RIDGID® SeeSnake® CS12x Monitor delivers a large screen, dual battery  
functionality and Wi-Fi connectivity. Designed to help you work smarter, not harder 
on the job site.

Enhanced Connectivity 
•  Stream or record inspections to an iOS or Android phone or tablet with the free HQx Live companion app
Storage Option
•  Capture images and video directly to a USB drive
Dual Battery Power
•  Two batteries can be installed to deliver maximum runtime at the job site
Large 12.1" Display
•  At 12.1” and with a resolution of 1024x768 pixels, the upgraded high contrast display is crisp, clear and daylight

readable
More Powerful Processor
•  Delivers quick start-up time and snappy performance

Digital Recording 
Monitors with Wi-Fi
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SPECIFICATIONS

 CATALOG MODEL 
DESCRIPTION 

WEIGHT
NO. NO. (lb.) (kg)

57278 CS12x CS12x Digital Recording Monitor w/Wi-Fi 13.9 6.3
57288 CS12x CS12x w/2 Batteries and 1 Charger 17.7 8

• Weight (without battery) ......13.9 lb  (6.3 kg)
• Dimensions (LxWxH) ........... 19.9" x 15.5" x 11.9" 

(506 x 394 x 302 mm) 
• Power Source ...................... 18V Advanced Lithium Battery or AC Adapter
• Operating Temperature ........14°F to 122°F (-10°C to 50°C)
• Storage Temperature............-4°F to 140°F (-20°C to 60°C)
• Display .................................12.1" (307 mm) Color LCD
• Display Resolution ...............1024 x 768 Pixels, XGA
• Video Format .......................MPEG4 (H.264) 30 FPS
• Photo Format .......................JPEG
• Autolog Format ....................MPEG4 (H.256) Variable Frame Rate
• Audio ...................................Integrated Microphone and Speaker
• Transfer Method ...................USB Drive
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99 Washington Street 
Melrose, MA 02176 
Phone 781-665-1400
Toll Free 1-800-517-8431

Visit us at www.TestEquipmentDepot.com




