
AD JU
S TAB L E

AD JU
S TAB L E 14-in-1

Adjustable Length Screwdriver

A D J U S T A B L E  L E N G T H 
MULTI-BIT SCREWDRIVERS
High ly  func t i ona l  d r i ve rs  have  ad jus tab le  l engths , 
se l f - s to r ing  b i t s ,  and  impact  ra ted  b lades

8-in-1
Adjustable Length Stubby Screwdriver
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ADJUSTABLE LENGTH BLADE 
CAN ALSO BE REMOVED FOR 
USE WITH AN IMPACT DRIVER
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ADJUSTABLE LENGTH MULTI-BIT SCREWDRIVERS
Klein Tools’ Adjustable Length Screwdrivers function both as multi-bit screwdrivers 

and impact driver attachments. With these screwdrivers, there is no need to run back 
to your tool bag. Industrial-strength bits are conveniently housed in the handle. Simply 

adjust the length of the blades to allow for easier access or remove to use with an impact 
driver. Powerful rare earth magnets secure bits and fasteners while the Cushion-Grip 

handle and spin cap provide outstanding comfort and control.

Cat. 
No.

UPC  
0-92644+ Description Dimensions

32303 32303-4 14-in-1 Adjustable Length Screwdriver Extended: 9.73" x 1.42" (24.7 x 3.6 cm)
32308 32308-9 8-in-1 Adjustable Length Stubby Screwdriver Extended: 4.81" x 1.42" (12.2 x 3.6 cm)

Warning statement: Visit www.kleintools.com for safety warnings.
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