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SPECIFICATIONS 

DC CHARACTERISTICS Accuracy ± (%of reading+ % of range) 

DC Voltage 
Range Resolution 

100.0000 mV 0.lµV 
1.000000V lµV 
10.00000V 10µ¥ 
100.0000V 0.lmV
1000,oooy lmV 
Resistance 
Range Resolution 

100.00000 100µ0 
1.000000 kQ lmO 
10.00000 kQ 10mO 
100.0000 kQ 100mO 
1.000000 MO 1Q 
10.00000 MO 100 
100.0000 MO lOOQ 

DC Current 
Range Resolution 

100.0000 µA lOOpA 
1.000000mA lnA 
10.00000 mA lOnA 
100.0000mA lOOnA 
1.000000A lµA 
3.000000A lµA 
10.00000A 1(\JA 
Conti nuit y 
Range Resolution 

Range Resolution 

S1QOOOOOY 1µv 
DC Ratio 

Input Resistance 

10MOor>10GO 
lOMOor>lOGO 
10MOor>10GO 
10MO±1% 
1QMO;1;1% 

Test c .... ent 

lmA 
lmA 
10(\JA 
l0µA 
SµA 
SOOnA 
SOOnA//10 MO 

e .. denVolt. 

<0.011 V 
<0.11V 
<0.04V 
<0.4 V 
<0.7V 
<2.0V 
<0.5 V 

TestClffent 

1 mA 

TestClffent 

1mA 

Accuracy(lYearj(TCAW•q 
GDM-9061 
0.0050 + 0.0035 
0.00◄8 + 0.0007 
0.0035 + 0.0005 
0.0050 + 0.0006 
210050 + 0100) O 

GDM-9060 
0.0090 + o.�5 
0.0080 + 0.0010 
0.0075 + 0.0005 
0.0085 + 0.0006 
0.0085 + 010010 

Accuracy(lYearj(TCAW•q 
GDM-9061 GDM-9060 
0.010 +0.004 0. 014 + 0.007 
0.010+0.001 0.014 + 0.001 
0.010 +0.001 0. 014 + 0.001 
0.010+0.001 0.014 + 0.001 
0.010 +0.001 0. 014 + 0.001 
0.040 + 0.001 0.040 + 0.001 
0.800 +0.010 0.800+ 0.010 

Accuracy(lYearj(TCAW•q 
GDM-9061 GDM-9060 
0.05 +0.025 0.05 +0.025 
0.05 +0.006 0.05 +0.006 
0.05 +0.020 0.05 +0.020 
0.05 +0.005 0.05 +0.005 
0. 10+0.010 0.10+0.010 
0.20+0.020 0.20+0.020 
0,15 +0,010 ---- ----- -

Accuracy(lYearj(TCAW•q 
GDM-9061 GDM-9060 
0.010+0.030 0.0 14 + 0.030 

Accuracy(lYearj(TCAW•q 
GDM-9061 GDM-9060 
0,01 O + 01030 0.014+ 01030 

Accuracy Speci�cation: ± (DC Input ac curacy+ DC Reference accuracy) 

TEMPERATURE CHARACTERISTICS 
RTD (Accuracy based on P TlOO) 
Range 
-200 ·c--100 ·c

Resolution 
0.001 ·c 
0.001 ·c 
0.001 ·c 
0.001 ·c 
0.001 ·c 
0.001 ·c 

Accuracy(lYearj(TCAW•q 
o.09 ·c 

- 1oo·c--20·c 
-20 ·c -20 ·c
2o·c-1oo·c 
1oo·c-300·c 
100 ·c -600 ·c
Therrnocouples (Accurac y based on I T S-90) 

o.08 ·c
o.06 ·c 
o.08 ·c
o. 12·c
o.22·c 

lype Range Resolution 
e - 200·c-+1ooo·c o.002·c 

Accuracy(lYearj(TCAW•q 
0.2 ·c 

J 
T 
K 
N 
R 

-21 o·c-+1200 ·c 
-200 ·c -+◄OO ·c 
.200 ·c -+ 1112 ·c 
-200·c-+1300 ·c 
.so ·c-+1768 ·c 

0.002 ·c 0.2 ·c 
o.002·c 03°C 
0.002 ·c 03°C 
0.001 ·c o.4 ·c 
0.01·c 1 ·c 

-so·c-+1168·c 0.01 ·c S 1-C
a +3so·c-+1s20·c 0,01 ·c 1 ·c 
Therrnistor (2.2kQ, 5kQ, lOkQ or User Type) 
Range Resolution Accuracy(lYearj(TCAW•q 
- 80  ·c -150 ·c 0.01 ·c 0.01 ·c 

1■■ 1..◄1:::1e1� ...... ,.,111■le■ i..,■ 

GDM-9061 6 ½ (l 200000 counts) Digit Dual Measurement Multimeter 
GDM-9060 6 ½ n 200000 counts) Digit Dual Measurement Multimeter 

..... ::11... .... 

Sai!ty Instructions x 1, Powe r cord x 1, USB cable cn-246 x 1, Test lead GTL-207A x 1, 
CD x 1 (i ncluding the complete user manual, upgrade pr og ram and PC software, 

DMM-Viewer2) 

AC CHARACTERISTICS Accuracy ± (%of reading+ %of range) 

AC Voltage (True RMS) 
Range Resolution r.equency Accuracy(lYear)(TCAW-C) 

GDM-9061 CDM-9060 
3Hz-5Hz 1.00+0.04 1.00 +0.04 
5Hz-10Hz 0.35 +0.0◄ 0.38 +0.0◄ 

100.0000mV 0.lµV 10Hz-20kHz 0.06 +0.04 0.09 +0.04 
20kHz -SOkHz 0.12 +0.05 0.15 +0.05 
50kHz-lOOkHz 0.60+0.08 0.63 +0.08 
1 OOkHz -300kHz 4.00+0.50 4.00+0.50 
3Hz-5Hz 1.00+0.04 1.00 +0.04 
5Hz-10Hz 0.35 +0.04 0.38 +0.0◄ 

1.000000V to 10Hz-20kHz 0.06 +0.04 0.09 +0.04 
750.000V 

lµV-lmV 20kHz -SOkHz 0.12 +0.05 0.15 +0.05 
50kHz-lOOkHz 0.60+0.08 0.63 +0.08 
1 OOkHz -300kHz 4.00+0.50 4.00 +0.50 

AC C urrent (True RMS) 
Range Resolution r.equency Accuracy(lYear)(TCAW-C) 

100.0000µA lOOpA 
10.00000mA lOnA 

1.000000 mA lnA 
100.0000mA lOOnA 

1.000000A lµA 

3.000000A lµA 

10.00000A 1(\JA 

3Hz-5Hz 
5Hz-10Hz 
10Hz-5kHz 
SkHz -lQkHz 
3Hz-5Hz 
5Hz-10Hz 
10Hz- 5kHz 
5kHz -lOkHz 
3Hz-5Hz 
5Hz-10Hz 
10Hz- 5kHz 
5kHz -lOkHz 
3Hz-5Hz 
5Hz-10Hz 
10Hz- 5kHz 
5kHz -lOkHz 
3Hz-5Hz 
5Hz-10Hz 
10Hz-5kHz 
5kHz -lOkHz 

GDM,9061 CDM-9060 
1.00+0.04 1.00 +0.04 
0.35 +0.0◄ 0.38 +0.0◄ 
0.10+0.04 0.13 +0.04 

0.18 +0,04 0.20+0,0;4 
1.00+0.04 1.00 +0.04 
0.30+0.0◄ 0.33 +0.0◄ 
0.10+0.04 0.13 +0.04 
0.15 +0.04 0.18 +0.0◄ 
1.00+0.04 1.00 +0.04 
0.30+0.04 0.33 +0.0◄ 
0.10+0.04 0.13 +0.04 
0.15 +0.04 0.18 +0.0◄ 
1.00+0.04 1.00 +0.04 
0.35 +0.0◄ 0.38 +0.0◄ 
0.23 +0.04 0.23 +0.04 
0.23 +0.0◄ 0.23 +0.0◄ 
1.10 +0.04 ------------

0.35 +0.04 -------------

0.15 +0.04 -------------

0.35 +0.04 -------------

CAPACITANCE CHARACTERISTICS Accuracy ± ( %of reading+% of r ange> 

Capacitance 
Range 
1.000nF 
10.00nF 
100.0nF 
1.000 µF 
10.00 µF 
100.0IJF 

Resolution 
0.OOlnF 
0.0lnF 
0.lnF 
0.OOlµF 
0.0lµF 
0.llJF 

Accuracy(lYear)(TCAW-C) 
2.00+2.00 
2.00+ 1.00 
2.00+0.40 
2.00+0.40 
2.00+0.40 
2.QQ+Ml 

FREQUENCY AND PERIOD CHARACTERISTICS Accuracy ± ( %of reading) 
Frequency/Period 
Range 
100.0000mV 
to 
750.000V 

GENERAL INFORMATION 

Frequency 
3Hz-5Hz 
5Hz-10Hz 
10Hz-40Hz 
40Hz-1M Hz 

Accuracy(lYear)(TCAW-C) 
0.1 
0.05 
0.03 
0.00§ 

Display 4.3• ColorTFTWQV GA (480x 272) 
Standard lntaface RS-232C, USB Host/Devi ce, LAN, Digital 1/0 
Power Source N:. 100V/120V/ 220Vf240V±10% 
Pow. Line Frequency SO Hz/60 Hz/400 HZ±10% 
Power Consumption M ax. 25VA 
Dimension & \I/eight 267(W) x 107( H) x 302(0) m m.Approx. 3.5kg 

Specifications subject to change w ith out n otice . GDM-906XCD1 DH 
re1:.. ... ,. 

Opt.l GPIB card (*) GPIB can be installe d at cus tomer site 
l• !JI • -■!'4lll'aJl,,."'I 
CTL-205 Te mperature Probe Adap1u with Therm al 

Coupli ng (K•type), appro� 1000mm 
CRM22 Rack Mount Klt(19",2U) 

CTL-234 RS.232C Cabl e, 9-pln female-femal e c a ble, approx. 2000mm 
CTL-243 CPIB Cable, approx. 2000mm 
CTL-308 4Wlre Type ( +shield) T .. t le ad, approx. 1500mm 

G!YlnSTEK 
Simply Reliable 


