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Drain Cleaning

K-40 Sink Machine

Against Material Defects  
& Workmanship

FULL LIFETIME 
WARRANTY

The K-40 Dual Feed Sink Machine provides the professional with a powerful yet compact machine for cleaning small
secondary drain lines from 3/4″ to 21/2″ (19mm – 64mm). When used with the dual feed your hands literally never need
to touch the cable, and THERE IS NO MESS.

• Dual Feed – Advanced two way feed keeps hands off cable, advances and retrieves with push of a lever.

• Reduces Job Time by 25% – Guide Hose-AUTOFEED completely covers spinning cable. Protects porcelain
surfaces and greatly reduces job site clean up.

• Dual Position – The K-40 sits flat on the floor, countertop, or tips onto its back for easy access to elevated drains.

• Quiet and Powerful – 1/8 hp induction motor quietly delivers enough torque to clear even the toughest blockages.

• Battery Powered Option – Convenient K-40B (Battery) eliminates extension cords and improves portability. Weighs
8 lbs. less than standard K-40.

• Other Features

– Premium quality, compression wound inner core cable resists kinking and combines strength and flexibility.

– Two-piece “twist lock” drum housing allows easy access to the inner drum and cable and will not dent or corrode.

Demand the Best...

Now With

Dual Feed!

K-40B (Battery Powered)K-40G AF in Vertical Position

Test Equipment Depot - 800.517.8431 - 99 Washington Street Melrose, MA 02176 - TestEquipmentDepot.com 
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K-40 Sink Machines

Description

Machine with:
– C-13IC, 5/16″ x 35′ (10.7m) Cable w/Inner Drum
Machine with:
– AUTOFEED
– Guide Hose
– Mounting Bracket
– C-13IC SB, 5/16″ x 35′ (10.7m) Speed Bump

Cable w/Inner Drum
Battery Powered Machine with:
– AUTOFEED
– Guide Hose
– Mounting Bracket
– C-13IC SB, 5/16″ x 35′ (10.7m) Cable w/Inner

Drum
– (2) 14.4V Battery Packs
– 14.4V Battery Charger

Catalog
No.

26558

23913
71757
72702
76817

83407
83417
68917
71847
98072

Model
No.

A-40AF

A-39/40AF
A-40G
A-40B

Description
AUTOFEED Assembly & Guide Hose
for K-40 Includes Mounting Bracket
AUTOFEED Cartridge Assembly for K-40
Guide Hose
Mounting Bracket
C-6 Cable Kit Includes:
– C-6 3/8″ x 35′ (10.7m) Cable w/Inner

Drum
– Torque Arm
– T-250 5 Piece Tool Kit
14.4V Battery Pack
115V Charger
Inner Drum
Torque Arm
C-6IC Cable Kit Includes:
– C-6IC 3/8″ x 35′ (10.7m) Cable w/Inner

Drum
– Torque Arm
– T-250 5 Piece Tool Kit

Accessories

Catalog No.

K-40G PF in
Vertical Position

Catalog
No.

62225
56782
89400
56792
95847

62235
56787

89405
56797

62245
62250
62260
96037

Model
No.

C-1
C-1IC
C-21

C-13IC
C-13ICSB

C-2
C-2IC

C-22
C-23IC

C-4
C-5
C-6

C-61C

Cables

5/16″ (8mm)
Bulb Auger

Description

25′ (7.6m) w/Bulb Auger
25′ (7.6m) Inner Core w/Bulb Auger
50′ (15.2m) w/Bulb Auger
35′ (10.7m) w/Bulb Auger
35′ (10.7m) Inner Core Speed
Bump w/Bulb Auger

25′ (7.6m) w/Drop Head Auger
25′ (7.6m) Inner Core w/Drop

Head Auger
50′ (15.2m) w/Drop Head Auger
35′ (10.7m) w/Drop Head Auger

25′ (7.6m) w/Male Coupling
35′ (10.7m) w/Bulb Auger
35′ (10.7m) w/Male Coupling
35′ (10.7m) w/Male Coupling

5/16″ (8mm)
Drop Head

3/8″ (10mm)

Model
No.

K-40

K-40
AF

K-40B
AF

Quick and easy drain
cleaning. Keeps work

area clean and safe.

Demand the Best... 99 Washington Street 
Melrose, MA 02176 
Phone 781-665-1400
Toll Free 1-800-517-8431

Visit us at www.TestEquipmentDepot.com



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /ENU (Use these settings to create PDF documents with higher image resolution for high quality pre-press printing. The PDF documents can be opened with Acrobat and Reader 5.0 and later. These settings require font embedding.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308030d730ea30d730ec30b9537052377528306e00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /FRA <>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


